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GOLD FLASH over NICKELCOPPER ALLOYREAR SIDE13

NICKEL PLATEDCOPPER ALLOYRETAINING RING12

min. 30µin HARD GOLD over min. 50µin NICKELCOPPER ALLOYMATING SIDE11

partlist

platingmaterialpart descripionquantityitem

dim. in mm

RRRR

date

drawn

Inventor 10

TH
IS
 D
R
A
W
IN
G
 M
A
Y 
N
O
T 
B
E
 C
O
PI
E
D
 O
R

R
E
P
R
O
D
U
C
E
D
 I
N
 A
N
Y
 W

A
Y,
 A
N
D
 M
A
Y
 N
O
T

B
E
 P
A
S
S
E
D
 O
N
 T
O
 A
 T
H
IR
D
 P
A
R
T
Y 
W
IT
H
O
U
T

W
R
IT
T
E
N
 P
E
R
M
IS
S
IO

N
.

O
W
N
E
R
S
H
IP
 A
N
D
 C
O
PY
R
IG
H
T
 O
F 
C
O
N
E
C
 G
m
b
H

d-old

norm

appd.

tolerance

material:

title:

dwg no: DIN-

sh:

part no:

namedate

namedescriptionrev.D
O
 N
O
T 
A
LT
ER

 C
A
D
 D
R
A
W
IN
G
 B
Y 
H
A
N
D scale:

13K1A590
A3

1 

HIGH POWER CONTACT MALE
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CRIMP VERSION 20A / AWG 12-14 PREMATING
D-SUB COMBINATION

 

 

5:1

131C11129X

a Original

2 x b Ä3728 23.08.2010 K.H.

5 x c Ä4115 27.09.201 K.H.

NOTES:

CRIMPING:
USE CRIMP TOOL: 360X10409X
WITH TOOL INSERT: 360X20029X
SELECTOR SETTINGS: 5 FOR AWG 12
                                         4 FOR AWG 14
 

STRIPPING DIMENSIONS
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Directive 2002/95/EC RoHS compliant

3,
6

- 0
,0

5
0

+
Ø

7 - 0,1
0+

2,6 - 0
0,1+ 2,34`0,1

11,3`0,3

24,14`0,3

3,
6

`
0,

1
Ø

2,
6

- 00,
15

+
Ø4,

8
- 0

,0
5

0
+

Ø

1 2 3

b

b

c

c

c

c

c


