D-Sub Filter Connectors

Solder cup (FP)

Specifications:

Insulator: UL 94 V-0 Thermoplastic
Contacts: Copper Alloy

Plating: Hard Gold over Nickel
Shell: Steel, Tin plated

Test Voltage V.r.m.s./NM: 250V DC

Working Voltage: 100V DC

Current Rating: 5A (20°C)

Contact Resistance: max 10mQ

Insulation Resistance: = 5GQ at 100V DC
Operating Temperature: -55°C to +125°C
1000pF as standard. Other filter on request.
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09 30.80 16.46 25.00
15 39.20 24.79 33.30
25 53.10 38.50 47.00
37 69.50 54.96 63.50
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Information:

All Filter connectors are corresponding to
DIN 41652, ML-C-24308 and IEC 807F-2.

Filter Connectors are available in 3 types:

FP: Planar Filter Type
Pl: Tubular Filter Type

Standard Filter values:
330pF - 470pF - 680pF - 1000pF
1500pF - 2200pF - 5600pF - 6800pF
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D-Sub Filter Connectors - 1000pF

Order Codes - Standard

Option X (Standard)

1000pF _ .

@ 3.05mm Holes

Plug Connector
09  3305-0100-01
15 3305-0100-02
25  3305-0100-03
37  3305-0100-04

D09 PZ/2 FP102
D15 PZ/2 FP102
D25 PZ/2 FP102
D37 PZ/2 FP102

Socket Connector
09 3305-0100-11
15  3305-0100-12
25  3305-0100-13
37 3305-0100-14

D09 SZ/2 FP102
D15 SZ/2 FP102
D25 S7/2 FP102
D37 Sz/2 FP102

Order Codes - Option A01 - Back Nut UNC 4-40

Option AO1

Back Nut, UNC 4-40

1000pF { :

Plug Connector

09 3305-0100-01-A01
15 3305-0100-02-A01
25 3305-0100-03-A01

37  3305-0100-04-A01

D09 PZ/2 FP102 M85UN
D15 PZ/2 FP102 M85UN
D25 PZ/2 FP102 M85UN
D37 PZ/2 FP102 M85UN

Order Codes - Option A03 - Back Nut + Screw Nut, 5mm Thread, UNC 4-40

Socket Connector

09 3305-0100-11-A01
15 3305-0100-12-A01
25 3305-0100-13-A01

37 3305-0100-14-A01

D09 SZ/2 FP102 M85UN
D15 SZ/2 FP102 M85UN
D25 SZ/2 FP102 M85UN
D37 SZ/2 FP102 M85UN

Option AO3

Back Nut, UNC 4-40 +
Screw Nut, UNC 4-40

1000pF
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Plug Connector

09 3305-0100-01-A03
15  3305-0100-02-A03
25  3305-0100-03-A03

37  3305-0100-04-A03

D09 PZ/2 FP102 M85UNB5
D15 PZ/2 FP102 M85UNB5
D25 PZ/2 FP102 M85UNBS
D37 PZ/2 FP102 M85UNB5

Socket Connector
09 3305-0100-11-A03
15 3305-0100-12-A03
25  3305-0100-13-A03

37 3305-0100-14-A03

Please contact us for other filter options and filter values.

D09 SZ/2 FP102 M85UNBS
D15 SZ/2 FP102 M85UNBS
D25 SZ/2 FP102 M85UNBS
D37 SZ/2 FP102 M85UNBS5
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